Scandia

<— Guard/Cap CYL’NDER

Tamper proof cap

RPV (Residual

Pressure Valve) Should o . .
o o SCANDINA™ Cap for easy manoeuvring to reduce risk of accidents
—_— S ’

(o local Small Space Requirement

“banana” safety
and food labeling
sticker

regulations

Retaining Pressure Valve Prevent Cylinder Contamination
Strict Batch Control and Labelling Ensuring Full Traceability

<— Body:
i
(option)
p « Capacity 47L and 50L
e Pressure 150 Bar and 200 Bar

e Availabe for  All product

PALLET (16 CYLINDER)
Easy Handling with Forklift

Larger Packaging to Reduce Storage Space and Minimize Downtime

e Capacity 471x16 and 50Lx16
e Pressure 150 Bar and 200 Bar
e Availabe for  All product

Vessel Gas Liquid

Easy Handling
Small Space Requirement
Strict Batch Control and Labelling Ensuring Full Traceability

e (Capacity 160L
e Availabe for LIN
LOX
LAR

Easy Installation
Used without Foundation

Skid Tank Stationary, Safe Refilling at Customer Site

Equipped with Telemonitoring

e (Capacity 1000-5000L
e Availabe for LIN

LOX

LAR

Benefits of our products

Guarantee of purity, impurity and pressure

Provide Certificate of Conformity for Premium Product
Provide Certificate of Food Grade and Halal for Aligal Product

Contact Us For More Information

Executive Office Factory IPG
' Q b ﬂ i r Liq u ide Antam Office.Park Tower B Jababeka !I Industrial Town
creative oxygen 18th Floor Suite 6-8 JI. Industri Selatan Blok PP No.1
JI. TB. Simatupang No.1 Tanjung Barat Cikarang - Bekasi
South Jakarta 12530 Phone :+62 21296 20630/31
Phone :+62 21 296 33350 Fax 1462 21 296 20629

Fax 1 +62 21 296 33354



PRODUCT CATALOGUE INDUSTRIAL PACKAGED GAS

AirlLiquide

@airtiquide

ARCAL"

Welding gases

PREMIUM PRODUCT

Quality and Consistency
Productivity

Safety

Saving

Easy to use

Availability

¢ Gas Content Ar

o Purity 99.995%
¢ Volume 10,5 m3
® Pressure 200 Bar
e Cylinder Capacity 50L
ARCAL Reference

e Gas Content Ar/CO2 e Gas Content Ar/CO2

e Purity 99.995% e Purity 99.995%
¢ Volume 11 m3 ¢ Volume 10.6 m3
® Pressure 200 Bar ® Pressure 200 Bar
e Cylinder Capacity 50L e Cylinder Capacity ~ 50L

Aluminium & copper alloys

Carbon steel

Non and Low alloyed steel

Stainless
High alloyed steel

All materials

ALIGAL

Food and beverage grade gases

MAG

Heavy gauge, multi run solid and/or flux cored

< | ARCAL 5
wire welding
Low spattering and fumes, excellent aspect ARCAL 21
productivity and good pulsing capacities
Quality finishing L e
Low spattering solid wires
High quality welding, easy to use

ARCAL 1

Safe & Easy to use

Reduce susceptibility to oxidation
Improved protection bacteria and mold
Enhanced color and overall appearance

ALIGAL 1 ALIGAL 2 ALIGAL 13

Gas Content
Purity

Volume

Pressure
Cylinder Capacity

N2

99.995%
9,5m3

200
50L

Bar

e Gas Content Cc0o2 e Gas Content N2/C02 (70/30)
e Purity 99.99% ® Purity 99.99%
e Volume 30 Kg ¢ Volume 9.3 m3
¢ Cylinder Capacity ~ 50L e Pressure 170 Bar

e Cylinder Capacity 50L

High purity Oxygen enabling faster, cleaner cutting

¢ Gas Content

¢ Gas Content N2 x

o Purity 99.995% * Purity

e Volume 9,5m3 * Volume

* Pressure 200 Bar ® Pressure .
e Cylinder Capacity ~ 50L * Cylinder Capacity
PREMIUM HYDROGEN

High purity Hydrogen

HYDROGEN

¢ Gas Content H2

e Purity 99.95%
¢ Volume 9m3

® Pressure 200 Bar

e Cylinder Capacity ~ 50L

IND T

e Gas Content Ar/CO2
® Purity 99.995%
e Volume 10.3 m3
® Pressure 200 Bar
e Cylinder Capacity ~ 50L

ALIGAL 27

e Gas Content 02/C02 (70/30)
e Purity 99.99%

e Volume 10,3 m3

® Pressure 161,4 Bar

e Cylinder Capacity 50L

Stringent impurity tolerances ensure your laser operates at its very best
High pressure, high flow Nitrogen packs to meet ever more demanding applications

LASAL 2001 LASAL 2003

02
99.95%
10,7 m3
200 Bar
50L

High pressure and high flow Hydrogen packs to meet ever more demanding applications

USTRIAL GRADE PRODUC

e Gas Content Ar * Gas Content 02 ¢ Gas Content N2

e Purity 99.9% e Purity 99.6% ® Purity 99.9%

e Volume 7,4 m3 e Volume 10,4 m3 e Volume 9.5 m3

e Pressure 150 Bar ® Pressure 200 Bar ® Pressure 200 Bar

e Cylinder Capacity  47L e Cylinder Capacity ~ 50L e Cylinder Capacity ~ 50L
TS

* Gas Content H2 ¢ Gas Content co2

e Purity 99.9% e Purity 99.7%

¢ Volume 9m3 e Volume 30 Kg

e Pressure 200 Bar e Cylinder Capacity  50L

e Cylinder Capacity ~ 50L



